
VNX-4N42HDMI

Product Highlight

• 1/2.8” 5.14MP SONY CMOS Sensor 
• 1920 x 1080 @ 25/30 fps, 4MP Output 
• WDR 
• 2DNR & 3DNR 
• HD-SDI / EX-SDI, AHD / TVI / CVI / CVBS, HDMI 
• 42mm x 42mm  
• 2 Boards System

4MP Analog HD Module - HDMI

VNX-4N42HDMI

Sensor type 1/2.8" SONY 5.1Megapixel CMOS Sensor

Total pixels 2704 x 2104 (5.69MP)

Effective pixels 2616 x 1964 (5.14MP)

Resolution 1920 x 1080 (1080P @ 25/30 fps) , 4MP Output Option

Lens 4MP Fixed Lens 3.2mm or 2.8~11mm Auto Focus V/F lens

Scanning system Progressive Scan

Min. Illumination 0.001 Lux @ F1.2 , (Sens-UP x32)

Video Output

1.0Vp-p Composite. 75 Ohms

HD-SDI / EX-SDI V1.0 / 2.0, HDMI 
AHD, TVI, CVI, CVBS

AGC 0 – 20 Level Adjustable

Shutter Speed AUTO / Manual (1/30 – 1/30000 sec) / FLICKER

Brightness 0 – 20 Level Adjustable

Sens-UP OFF/AUTO (x2 – x32)

WDR (Wide Dynamic Range) OFF / ON (Low,Middle,High), DOL WDR (2M 30F)

Backlight Compensation (BLC) OFF / ON

HSBLC 1 – 20 Level Adjust

Motion Detection OFF / ONOFF/ON (4 Zone)

Alam Output Yes

Privacy Masking OFF/ON (16 Zone)

Day & Night Auto (AGC) / Day / Night / Ext

Smart -IR (IR Optimizer) 0 –  15 Level Adjustable

White Balance ATW (1,700K – 11,000K) / AWC → Set / Manual / AWB

Digital Noise Reduction 2DNR, 3DNR

Mirror MIRROR, V-FLIP

Quick Zoom OFF / ON

Sharpness 0 – 10 Level Adjustable

GAMMA Correction r = 0.45 ~ 0.75

Lens Shading (LSC) OFF / ON

Language ENGLISH

Defect (White Pix Mask) AUTO (1024EA)

Supplied voltage DC12 ± 10%

Dimensions 42mm x 42mm


